LED Horizontal Grill Step Light
Wall recessed box luminaire, use with LED SMD light, IP65, IKO8.

Designed and created for front and side mounting,
general wall bottom mounting and corridors.

BODY

Made of Die Cast Aluminum electrostatic coated after Phospho-Chromatation.
with ABS wall embedded box.

Clear glass diffuser.

LEDs
Availability of different power ratings and color temperatures.
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LED STAIRS GRILL SMD

MINC17-SMD006260-- 6W-6000K L170 1P65 6 0.800 216 30 78.3
LED STAIR RILL SMD

MINC17-SMD006240-- 6W*§000KSUG70 IPGSS 6 0.800 216 30 78.3
LED STAIRS GRILL SMD

MINC17-SMD006230-- 6W-3000K L170 1P65 6 0.800 216 30 78.3
LED STAIRS GRILL SMD

MINC27-SMD012260-- 12W-6000K L270 P65 12 0.965 616.6 44 80.7
LED STAIRS GRILL SMD

MINC27-SMD012240-- 12W-4000K L270 P65 2 0.965 616.6 44 80.7
LED STAIRS GRILL SMD

MINC27-SMD012230-- 12W-3000K L270 1P65 12 0.965 616.6 44 80.7

CRI
82.7
82.7
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CCT
(K)

6000
4000
3000
6000
4000

3000

Dimensions
(WxDxL)

89*74*170
89*74*170
89*74*170
89*74*270
89*74*270

89*74*270



Dimensional Drawing

oW

1
-

T — S

12W

Photometric Data
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Spectrometry
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SPECTRAL POWER DISTRIBUTION COMPARISON

Rf: 84 CCT: 5624 K u': 0.2021
Rg: 95 Duv: 0.0051 v': 0.4809
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