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Spatial Color Distribution Report

NAME: SPCI09-HPL00623001

DIM.: 170*130*83mm

MFR.: Sega-M Electrical Products

TYPE:LED decorative wall luminaire

SPEC.:5.75W 3000K

WEIGHT:0.365kg

SERIAL No.:

Color Parameters:
Average:  x=0.4251,y=0.4084 u'=0.2412,v'=0.5213 CCT=3244K Ra=62.1 Rf=67 Rg=90

Center :  x=0.4339,y=0.4255 u'=0.2398,v'=0.5290 CCT=3219K Ra=59.3 Rf=67 Rg=87

IESNA LM-79-2008 Max. du'v':  0.0105 / max.du'v': 0.0000[Set Range]

LB/T 001-2009: avg. color nonuniformity du'v':0.0078

LB/T 001-2009: max. color nonuniformity du'v':0.0105

Average: R1=56  R2=73  R3=86  R4=57  R5=55  R6=59  R7=76  R8=35  R9=-63  R10=36  

           R11=45  R12=26  R13=58  R14=92  R15=50  

Tester: Date:09 June 2019
Temperature:25.3Deg Humidity:65.0%
Manufactory:Sega-M Electrical Products Remarks:

System:HAAS-2000A(CAN)



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 2 Of 7

NAME: SPCI09-HPL00623001

DIM.: 170*130*83mm

MFR.: Sega-M Electrical Products

TYPE:LED decorative wall luminaire

SPEC.:5.75W 3000K

WEIGHT:0.365kg

SERIAL No.:

Spectrum Test Report
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3000K/NEC, x= 0.437 y=0.405

Color Parameters:
Chromaticity Coordinates:x=0.4339  y=0.4255/u'=0.2398  v'=0.5290   duv=0.00885

Tc=3219K  Dominant WL:Ld=579.2nm  Purity=58.0%

Ratio:R=17.7% G=81.3% B=1.1%  Peak WL:Lp=994.0nm  HWL:0.3nm

Rendering Index:Ra=59.3  TM-30:  Rf=67   Rg=87  CQS:  Qa=63.02  TLCI = 27

R1 =52 R2 =70 R3 =86 R4 =54 R5 =51 R6 =55 R7 =75

R8 =31 R9 =-77 R10=31 R11=42 R12=18 R13=55 R14=92 R15=45

E  = 0.0044 lx  Ee  = 0.0000 W/m2

Status:  T=3000.00ms  Ip=1257 (2%)  [ HAAS-2000A(CAN) ]

Electrical:  U=220.06V  I=0.055179A  P=5.7498W  PF=0.4735

Test position:   Center

Tester: Date:09 June 2019
Temperature:25.3Deg Humidity:65.0%
Manufactory:Sega-M Electrical Products Remarks:

System:HAAS-2000A(CAN)
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TM30

SPECTRAL POWER DISTRIBUTION COMPARISON

Rf: 67
Rg: 87

CCT: 3219 K
Duv: 0.0088

u': 0.2398
v': 0.5290

Test Source Ref Source
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COLOR RENDITION BY HUE(Change of Chroma)

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
-30%

-20%

-10%

-0%

10%

20%

30%

-23%
-19%

-8%

5%

12%
8%

-3%

-15%
-20% -20%

-9%

1%

9% 8%

-2%

-17%

Hue Bin

L
o
c
a
l
 
C
h
r
o
m
a
 
S
h
i
f
t

Local Hue Shift
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COLOR RENDITION BY HUE(Fidelity Index)
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Color Sample Fidelity Index
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Tester: Date:09 June 2019
Temperature:25.3Deg Humidity:65.0%
Manufactory:Sega-M Electrical Products Remarks:

System:HAAS-2000A(CAN)
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All Rf:

Rf1 = 75.7 Rf2 = 54.6 Rf3 = 64.2

Rf4 = 64.5 Rf5 = 30.3 Rf6 = 60.8

Rf7 = 40.0 Rf8 = 33.0 Rf9 = 95.6

Rf10 = 53.9 Rf11 = 48.1 Rf12 = 46.6

Rf13 = 62.9 Rf14 = 85.9 Rf15 = 70.5

Rf16 = 43.8 Rf17 = 52.9 Rf18 = 67.1

Rf19 = 59.4 Rf20 = 30.6 Rf21 = 50.7

Rf22 = 48.2 Rf23 = 80.5 Rf24 = 65.4

Rf25 = 54.7 Rf26 = 59.8 Rf27 = 84.8

Rf28 = 86.0 Rf29 = 59.4 Rf30 = 66.7

Rf31 = 65.3 Rf32 = 61.1 Rf33 = 67.4

Rf34 = 77.6 Rf35 = 88.6 Rf36 = 94.7

Rf37 = 84.5 Rf38 = 76.0 Rf39 = 95.5

Rf40 = 92.1 Rf41 = 85.4 Rf42 = 87.9

Rf43 = 72.8 Rf44 = 99.2 Rf45 = 75.2

Rf46 = 69.9 Rf47 = 74.6 Rf48 = 53.7

Rf49 = 66.8 Rf50 = 73.7 Rf51 = 75.1

Rf52 = 71.4 Rf53 = 58.8 Rf54 = 73.0

Rf55 = 71.9 Rf56 = 56.2 Rf57 = 54.9

Rf58 = 57.9 Rf59 = 75.7 Rf60 = 88.3

Rf61 = 74.6 Rf62 = 84.0 Rf63 = 70.7

Rf64 = 53.6 Rf65 = 52.3 Rf66 = 48.5

Rf67 = 46.3 Rf68 = 57.4 Rf69 = 72.9

Rf70 = 52.5 Rf71 = 52.2 Rf72 = 83.0

Rf73 = 44.8 Rf74 = 95.3 Rf75 = 58.0

Rf76 = 54.2 Rf77 = 78.6 Rf78 = 61.3

Rf79 = 86.2 Rf80 = 84.7 Rf81 = 62.6

Rf82 = 93.4 Rf83 = 87.6 Rf84 = 85.4

Rf85 = 72.6 Rf86 = 51.0 Rf87 = 67.0

Rf88 = 64.9 Rf89 = 54.1 Rf90 = 62.2

Rf91 = 88.6 Rf92 = 47.8 Rf93 = 66.0

Rf94 = 34.1 Rf95 = 57.5 Rf96 = 66.1

Rf97 = 73.3 Rf98 = 60.5 Rf99 = 44.3

Tester: Date:09 June 2019
Temperature:25.3Deg Humidity:65.0%
Manufactory:Sega-M Electrical Products Remarks:

System:HAAS-2000A(CAN)
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Colour Patches

Colourist's Advice Report

Sector Lightness Chroma Hue
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SPECTRAL POWER DISTRIBUTION COMPARISON

TLCI-2012: 27 CCT: 3219 K Duv: 0.0088

Test Source Ref Source
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Tester: Date:09 June 2019
Temperature:25.3Deg Humidity:65.0%
Manufactory:Sega-M Electrical Products Remarks:

System:HAAS-2000A(CAN)
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CQS: 62.4
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Tester: Date:09 June 2019
Temperature:25.3Deg Humidity:65.0%
Manufactory:Sega-M Electrical Products Remarks:

System:HAAS-2000A(CAN)
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Gamma\C C0/C180

I(%) CIE x,y u',v' CCT(K) Ra du'v' Rf,Rg CQS,TLCI

 -90.0 0.05 0.4524,0.4387 0.2459,0.5365   3019   50.5 0.0097 61, 79 55.68,22

 -85.0 0.10 0.4326,0.4303 0.2371,0.5306   3275   50.2 0.0031 59, 80 48.58,15

 -80.0 0.14 0.4424,0.4436 0.2379,0.5367   3209   50.9 0.0079 61, 79 53.77,19

 -75.0 0.17 0.4390,0.4310 0.2408,0.5318   3173   53.5 0.0030 61, 83 56.17,20

 -70.0 0.20 0.4442,0.4290 0.2448,0.5318   3075   54.1 0.0057 61, 85 57.13,19

 -65.0 0.23 0.4419,0.4341 0.2413,0.5334   3150   56.7 0.0046 64, 86 62.56,26

 -60.0 0.26 0.4467,0.4359 0.2435,0.5347   3087   55.2 0.0068 64, 84 60.63,24

 -55.0 0.29 0.4400,0.4299 0.2418,0.5316   3149   55.1 0.0033 63, 84 62.58,24

 -50.0 0.32 0.4408,0.4351 0.2402,0.5335   3175   54.7 0.0045 63, 84 63.31,29

 -45.0 0.34 0.4371,0.4351 0.2380,0.5330   3235   54.5 0.0044 63, 84 56.97,22

 -40.0 0.39 0.4389,0.4332 0.2398,0.5326   3192   56.5 0.0036 65, 85 61.64,25

 -35.0 0.42 0.4383,0.4310 0.2403,0.5317   3185   56.9 0.0027 65, 85 62.13,27

 -30.0 0.45 0.4379,0.4297 0.2405,0.5312   3184   56.7 0.0023 64, 85 61.80,25

 -25.0 0.50 0.4381,0.4296 0.2407,0.5312   3180   57.4 0.0024 65, 86 60.60,23

 -20.0 0.54 0.4373,0.4297 0.2402,0.5311   3193   58.0 0.0021 66, 86 62.68,27

 -15.0 0.59 0.4397,0.4286 0.2421,0.5310   3145   56.5 0.0030 64, 86 58.75,21

 -10.0 0.61 0.4355,0.4296 0.2391,0.5308   3223   57.9 0.0019 66, 86 61.10,25

  -5.0 0.64 0.4393,0.4320 0.2405,0.5322   3177   57.4 0.0033 65, 85 61.78,25

   0.0 0.64 0.4339,0.4255 0.2398,0.5290   3219   59.3 0.0000 67, 87 63.02,27

   5.0 0.64 0.4364,0.4281 0.2403,0.5304   3197   57.5 0.0015 65, 86 61.34,24

  10.0 0.62 0.4355,0.4272 0.2401,0.5299   3204   57.9 0.0009 65, 86 62.87,27

  15.0 0.60 0.4343,0.4278 0.2391,0.5300   3229   57.7 0.0012 65, 86 60.50,24

  20.0 0.57 0.4364,0.4295 0.2397,0.5309   3207   58.1 0.0019 66, 86 63.30,27

  25.0 0.53 0.4367,0.4296 0.2399,0.5310   3203   57.0 0.0020 65, 85 61.31,25

  30.0 0.49 0.4389,0.4323 0.2401,0.5323   3186   57.8 0.0033 66, 86 60.46,24

  35.0 0.45 0.4389,0.4288 0.2416,0.5310   3160   57.2 0.0027 64, 86 58.96,22

  40.0 0.43 0.4403,0.4343 0.2402,0.5332   3178   57.6 0.0042 66, 85 61.76,23

  45.0 0.40 0.4406,0.4320 0.2413,0.5324   3156   57.6 0.0037 65, 85 62.26,25

  50.0 0.38 0.4437,0.4318 0.2433,0.5328   3104   57.6 0.0052 65, 86 60.15,24

  55.0 0.36 0.4505,0.4385 0.2448,0.5361   3046   55.6 0.0087 64, 84 59.74,21

  60.0 0.33 0.4481,0.4340 0.2451,0.5342   3052   56.0 0.0074 64, 84 58.01,20

  65.0 0.29 0.4523,0.4371 0.2464,0.5359   3010   55.2 0.0095 63, 85 57.39,19

  70.0 0.26 0.4509,0.4379 0.2453,0.5360   3036   56.8 0.0089 65, 84 56.01,19

  75.0 0.22 0.4521,0.4427 0.2441,0.5378   3053   55.2 0.0098 64, 82 56.59,20

  80.0 0.18 0.4526,0.4429 0.2443,0.5380   3047   54.6 0.0101 64, 82 52.90,16

  85.0 0.14 0.4492,0.4411 0.2430,0.5368   3085   51.5 0.0084 61, 81 59.92,18

  90.0 0.12 0.4544,0.4468 0.2439,0.5396   3048   48.9 0.0114 60, 76 54.38,26

C90/C270

 -90.0 97.53 0.4219,0.4028 0.2414,0.5186   3260   62.3 0.0105 61, 79 63.03,25

 -85.0 100.00 0.4219,0.4029 0.2414,0.5187   3261   62.2 0.0104 59, 80 63.22,25

 -80.0 99.58 0.4221,0.4034 0.2413,0.5189   3261   62.1 0.0102 61, 79 63.28,25

 -75.0 97.14 0.4229,0.4040 0.2416,0.5192   3250   62.2 0.0100 61, 83 63.48,25

 -70.0 92.96 0.4235,0.4050 0.2416,0.5197   3247   62.0 0.0095 61, 85 63.40,25

 -65.0 86.95 0.4247,0.4063 0.2418,0.5204   3236   61.9 0.0088 64, 86 63.43,25

 -60.0 79.56 0.4257,0.4077 0.2418,0.5211   3228   61.8 0.0081 64, 84 63.34,25

 -55.0 70.72 0.4267,0.4091 0.2419,0.5218   3221   61.7 0.0075 63, 84 63.44,25

 -50.0 60.85 0.4275,0.4104 0.2419,0.5225   3216   61.6 0.0068 63, 84 63.53,25

 -45.0 50.42 0.4283,0.4116 0.2419,0.5230   3211   61.5 0.0064 63, 84 63.51,25

 -40.0 39.93 0.4288,0.4125 0.2419,0.5235   3208   61.5 0.0059 65, 85 63.59,25

 -35.0 30.26 0.4289,0.4134 0.2415,0.5238   3214   61.3 0.0055 65, 85 63.41,25

 -30.0 22.04 0.4297,0.4139 0.2418,0.5241   3204   61.3 0.0053 64, 85 63.42,25

 -25.0 15.59 0.4296,0.4146 0.2415,0.5244   3210   61.1 0.0049 65, 86 63.41,25

 -20.0 10.61 0.4302,0.4155 0.2415,0.5248   3207   61.1 0.0045 66, 86 63.32,25

 -15.0 6.97 0.4311,0.4169 0.2415,0.5255   3201   60.8 0.0039 64, 86 63.08,24

 -10.0 3.94 0.4317,0.4180 0.2415,0.5260   3200   60.5 0.0034 66, 86 62.69,25

  -5.0 1.67 0.4311,0.4206 0.2400,0.5268   3230   60.0 0.0022 65, 85 62.63,24

   0.0 0.55 0.4339,0.4255 0.2398,0.5290   3219   59.3 0.0000 67, 87 63.02,27

   5.0 1.24 0.4311,0.4221 0.2394,0.5274   3242   59.9 0.0016 65, 86 61.76,23

  10.0 4.21 0.4303,0.4200 0.2398,0.5265   3240   61.1 0.0025 65, 86 63.53,26

  15.0 8.48 0.4304,0.4184 0.2404,0.5259   3226   61.4 0.0032 65, 86 63.91,26

  20.0 13.75 0.4306,0.4183 0.2406,0.5259   3223   61.6 0.0032 66, 86 64.22,25

  25.0 19.93 0.4302,0.4182 0.2404,0.5258   3228   61.5 0.0033 65, 85 63.94,25

  30.0 26.93 0.4303,0.4177 0.2407,0.5256   3223   61.7 0.0035 66, 86 63.91,25

  35.0 34.59 0.4300,0.4170 0.2408,0.5253   3222   61.6 0.0038 64, 86 64.04,25

  40.0 42.53 0.4293,0.4163 0.2406,0.5250   3230   61.8 0.0041 66, 85 64.05,25

  45.0 50.53 0.4285,0.4151 0.2406,0.5244   3235   61.9 0.0047 65, 85 64.00,25

  50.0 58.63 0.4278,0.4141 0.2406,0.5239   3239   62.0 0.0052 65, 86 64.05,25

Tester: Date:09 June 2019
Temperature:25.3Deg Humidity:65.0%
Manufactory:Sega-M Electrical Products Remarks:

System:HAAS-2000A(CAN)


