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Rocky Street Light . A
High-performance public Lighting Luminaries use with LED Light sources IP65, IK08. _EL

Designed and created for main roads and urban communities. Pedestrian Area Residence Atea  Parking
Body

Made of Die-cast aluminum electrostatic coated after phospho-chromatation. Ford fard sauare

Tempered clear glass diffuser, and PMMA Lenses.
High photometric performance.

LEDs
Availability of different power ratings and color temperatures.

ltem Code Item Description Power Lumen Efficacy Beam Angle Dimensions

Factor (Im) (Im/w) (LxWXT)

ROCKYN-SMD105260-- SMD 105W-6000K P65 105 0.986 11853 114.52 100.9 80 6000 513*244*61

ROCKY LED STREET LUMINAIRE

ROCKY LED STREET LUMINAIRE

ROCKYN-SMD105240-- SMD 105W-4000K IP65 105 0.986 11853 114.52 100.9 80 4000 513*244*61
ROCKYN-SMD105230-- 233K1Y0E\5‘II?§J§OE;TPL6%MINAIRE 105 0.986 11853 114.52 100.9 80 3000 513*244*61
ROCKYN-SMD150260-- EAOAICDK1VSI65/D_GSJOR§ETPI'6%MINAIRE 150 0.982 14775 96.47 773 83.2 6000 513*244*61
ROCKYN-SMD150240-- gagK.leé\iEfJgoE;TPZ%MINAIRE 150 0.982 14775 96.47 773 83.2 4000 513*244*61
ROCKYN-SMD150230-- Loy (D S WIMHIATE 150 0.982 14775 96.47 773 83.2 3000 513*244*61

SMD 150W-3000K IP65

ROCKY LED STREET LUMINAIRE N N
ROCKYR-SMD105260-- LENS FREE SMD 105W-6000K 1P65 105 0.984 12382 17.35 114.8 83.2 6000 513*244*61

ROCKY LED STREET LUMINAIRE

ROCKYR-SMD105240-- LENS FREE SMD 105W-4000K IP65 105 0.984 12382 117.35 114.8 83.2 4000 513*244*61
ROCKYR-SMD105230-- FL{SNCSKERLEEEDSSI\ISE1E)TS\5\>J—'\;(;§(?£R\E’6S 105 0.984 12382 17.35 114.8 83.2 3000 513*244*61
ROCKY LED STREET LUMINAIRE . .
ROCKYR-SMD150260-- LENS FREE SMD 150W-6000K 1P65 150 0.989 13328 91.95 116.5 83.8 6000 513*244*61
ROCKY LED STREET LUMINAIRE . .
ROCKYR-SMD150240-- LENS FREE SMD 150W-4000K IP65 150 0.989 13328 91.95 116.5 83.8 4000 513*244*61
ROCKYR-SMD150230-- Xl (1D ST TIMINALE 150 0.989 13328 91.95 116.5 83.8 3000 513*244*61

LENS FREE SMD 150W-3000K IP65
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Dimensional Drawing Install Guide
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The Luminaire is installed on a steel pipe Lamp pole
with diameter (50:60mm) or (2:2.5inch)
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Photometric Data
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Spectrometry
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